
















































MAKE AND MODEL 	 YEAR 	 THREAD SIZE
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ATTENTION: The information provided is ONLY a guide. To insure proper lug nut, lug bolt or wheel lock selection, 
refer to your current lug nut to determine correct lug nut style and thread size for your vehicle.

PONTIAC
	 Aztek	 01-05	 12 x 1.50
	 Torrent	 06-09	 12 x 1.50
	 Trans Sport/Montana, SV6	 90-06	 12 x 1.50
	 Vibe	 03-10	 12 x 1.50

SAAB
	 9-7X	 05-09	 12 x 1.50
	 9-4X	 11-Present	 14 x 1.50

SATURN
	 Outlook	 07-09	 14 x 1.50
	 Vue, Relay	 02-09	 12 x 1.50

SUZUKI
	 All	 86-Present	 12 x 1.25

TOYOTA
	 All Others	 69-Present	 12 x 1.50
	 Land Cruiser	 98-Present	 14 x 1.50
	 Tundra	 07-Present	 14 x 1.50

VOLKSWAGEN
	 Routan	 09-Present	 12 x 1.50



LUG BOLT APPLICATIONS

MAKE AND MODEL 	 YEAR 	 THREAD SIZE
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LUG BOLT APPLICATIONS

AUDI
	 4000	 80-87	 12 x 1.50
	 5000, Quattro, Coupe	 80-87	 14 x 1.50
	 A3, A4, A5, A6, A8,  
	      Q7, S4, S5, S6, TT	 97-Present	 14 x 1.50
	 All Others	 88-96	 14 x 1.50

BMW
	 6 Series, 7 Series	 02-08	 14 x 1.50
	 6 Series, 7 Series	 09-Present	 14 x 1.25
	 X3	 04-Present	 14 x 1.50
	 X5	 00-2006 1/2	 14 x 1.50
	 X5	 2006 1/2-Present	 14 x 1.25
	 X6	 08-Present	 14 x 1.25
	 All Others	 77-Present	 12 x 1.50

CADILLAC
	 Catera	 97-01	 12 x 1.50

CHRYSLER
	 Crossfire	 04-08	 12 x 1.50

FORD
	 Aspire	 95-97	 12 x 1.50
	 Fiesta	 77-80	 12 x 1.50
	 Festiva	 88-93	 12 x 1.50

THREAD ENGAGEMENT: Every bolt must be long enough to thread a 
length at least equal to the bolt diameter.  
A 14mm bolt must have at least 14mm of thread engagement. 
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MINI COOPER
	 All	 02-06	 12 x 1.50
	 All (Exc. Countryman)	 07-Present	 14 x 1.25
	 Countryman	 11-Present	 12 x 1.50

MERCEDES-BENZ
	 C-Class	 84-07	 12 x 1.50
	 C-Class	 08-Present	 14 x 1.50
	 CL, CLS	 97-Present	 14 x 1.50
	 CLK, SLK	 98-Present	 12 x 1.50
	 E-Class	 86-01	 12 x 1.50
	 E-Class	 02-Present	 14 x 1.50
	 S-Class	 92-Present	 14 x 1.50
	 SL	 94-06	 12 x 1.50
	 SL	 07-Present	 14 x 1.50
	 SL AMG	 03-Present	 14 x 1.50
	 G, GL, GLK, ML, R	 All	 14 x 1.50

VOLKSWAGEN
	 All Models - 4 Lug Bolts	 75-03	 12 x 1.50
	 All Models - 5 Lug Bolts	 92-Present	 14 x 1.50

VOLVO
	 C70	 01-04	 12 x 1.75
	 C70	 2005	 14 x 1.50
	 S60	 93-Present	 14 x 1.50
	 V70, XC60, XC70, XR70, 
	    S80, XC90	 00-Present	 14 x 1.50

ATTENTION: The information provided is ONLY a guide. To insure proper lug nut, lug bolt or wheel lock selection, 
refer to your current lug nut to determine correct lug nut style and thread size for your vehicle.
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PROPER INSTALLATION TIPS

BEFORE YOU BEGIN
Clean and inspect all stud threads and mounting surfaces before 
installation. Threads must 
not be lubricated, but must 
be free of corrosion, rust, 
burrs, fractures and damaged 
threads. Replace studs if 
they are corroded, stripped, 
damaged, or if any fractures 
are found. Always use new 
fasteners (lug nuts or lug bolts) 
when installing new wheels.

Lug nuts must be tightened in a star or crisscross pattern to ensure uniform 
pressure and alignment. Apply torque evenly by repeating the star or 
crisscross pattern until desired torque is reached.

During installation, gravity causes the wheel to rest upon the highest stud. If 
the wheel is clamped down off-centered, it can be dangerous and damaging 
to your wheels and tires over time. 

Do not allow the wheel to “hang” 
on studs during the initial 
tightening; make certain wheel 
is centered and wheel supported 
prior to tightening fasteners.

Never use fewer lug nuts than the wheel 
and vehicle was designed for. If the wheel 
has 5 holes, then use 5 lug nuts.

Gorilla Tech Tips
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ATTENTION: The information provided is ONLY a guide. To insure proper lug nut, lug bolt or wheel lock selection, 
refer to your current lug nut to determine correct lug nut style and thread size for your vehicle.

Torque Guidelines

A calibrated torque device must be used to achieve proper torque 
specifications.
Use Original Equipment Manufacturer’s torque specification. If it is not 
specified in the vehicle owner’s manual contact the vehicle manufacturer. 
If the Original Manufacturer does not provide a specification, check with the 
aftermarket wheel manufacturer for a specification.

In the event that neither the vehicle manufacturer nor the aftermarket wheel 
manufacturer give you the specification, the following may serve as a 
guideline for passenger cars and light-trucks only:

	 Stud Diameter	T orque Range (Ft/lbs)
	 12MM	 75 - 85
	 14MM	  85 - 95
	 7/16”	 70 - 80
	 1/2”	 75 - 85
	 9/16”	 105 - 115
	 5/8”	 125 - 135

IMPORTANT: Check new fasteners against the vehicle wrench 
making sure they are same size. If the new fasteners have a different 
hex size than the original equipment wrench provided with vehicle, be 
sure to advise the customer that a correct size wrench will be required to  
remove the new aftermarket fasteners being installed.

(more installation information on next page)

PROPER INSTALLATION TIPS

ATTENTION: The information provided is ONLY a guide. To insure proper lug nut, lug bolt or wheel lock selection, 
refer to your current lug nut to determine correct lug nut style and thread size for your vehicle.
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Fasteners should be retorqued at about 25 miles. Retorquing must be 
done at any time the fasteners are removed. Write the specified torque 
requirement on owner’s wheel documents 
and review the complete instructions with 
the customer.

Advise the customer to keep the documents 
with the vehicle owner’s manual and pass it 
along to any new owner of the vehicle.

If wheel locks are installed, make sure the key is given to the customer. It is 
always a good idea to have the customer review, initial and sign the safety 
checklist provided by the wheel manufacturer.

AFTER INSTALLATION

Each set of Gorilla Locks comes 
with a key code label, complete 
with ordering information for 
replacement keys.

Gorilla Tech Tips



Gorilla Power Wrench

The telescoping handle, 21" 
fully extended, provides the 
leverage to remove even the 
tightest lug nuts with ease.

200% more torque than  
a standard lug wrench

1/2"  DRIVE
Works with all  

Gorilla Thin Wall 
Sockets

PART NO.	1721 Includes:

           •	1/2" Power Wrench
           •	2 Dual Sockets:
	    17mm
	    19mm (3/4")
	    21mm (13/16")
	    23mm (7/8")

Gorilla 
Power Wrench 

kit includes a  
polybag case for  

convenient storage.

• �Telescoping handle extends to 
21 inches for maximum leverage

• �Compacts to 14 inches for  
easy storage

• �Hardended steel and precision 
constructed

• �A perfect replacement for your 
standard lug wrench




